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Warranties may be available on certain products as indicated in the product description and are valid from the date of purchase. The warranty is invalid in the case 
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not accept responsibility for any installation costs associated with the replacement of this product and reserves the right to alter specifications without prior notice.

 

Code Colour Watts CRI

ST153014 2700K 12W 80
 

• Single colour high intensity COB LED Strip with 3m self adhesive backing for continuous light without LED hotspots.

• Cut points every 50mm for maximum flexibility.

• Beam angle of 150° and 480 LEDs per metre.

• For runs over 5 metres individual lenghts should be connected in parallel.
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Specifications and Benefits

Ingress Protection Rating IP67

Certification CE

Protection Class N/A

Body Material Other

Available accessories N/A

Photometric Specifications

Colour Temperature 2700K

Light Colour Definition Extra Warm White

Beam Angle 150°

CRI >80

Distribution Direct

Logistic Details

EAN / Barcode 3609640153014

Product Weight 0g

Product Dimensions (ODxH / LxWxH) 1000 x 12 xmm

Boxed Product Weight 0g

Boxed Product Dimensions (LxWxH) 0 x 0 x 0mm

Outer Carton Boxed Product Quantity 0 pcs

Outer Carton Dimensions (LxWxH) 0 x 0 x 0mm

Technical Specifications

Wattage 12W

Nominal Voltage 24-Vac

Power Factor >1

Lifetime Hours L70 B50 hrs

Energy Rating G


